


Condor GR5S-AD2000 Specifications

Condor GR5S-AD2000 Block Diagram

Interface        Software & Platform Support
3U VPX Form Factor       Windows or Linux on x86
1” Pitch (Conduction Cooled)        
PCIe Gen 4 

Graphics Processor       Operating Temperature (VITA 47.1)
NVIDIA RTX 2000 GPU (Ada Generation)     RC4 (Conduction Cooled Wall VITA 48.2
DirectX12, OpenGL 4.6, Vulkan 1.3      -40°C to 71°C)
   
Graphics Memory       Power     
8 GB GDDR6 with Error Correction Code     12V Vss 
128-bit Memory Interface      3.3Vaux
256 GB/s Memory Bandwidth      45W - 110W 

GPGPU Capabilities       Vibration (MIL-STD-810)   
3072 CUDA Cores. 96 Tensor Cores. 24 RT Cores.    0.1 g²/Hz
Up to 14.5 TFOPS FP32 Single Floating Point Performance   
Supports CUDA, CUDA-X, OpenCLTM and Shader Model 6.7 
H.265 (HEVC) / H.264 (MPEG4/AVC), AV1  Hardware Encode & Decode Shock (MIL-STD-810)   
NVIDIA GPUDirect® RDMA, NVENC, NVDEC    40 g

Slot Profiles        Humidity (MIL-STD-810) 
SLT3-PAY-1F1U1S1S1U1U2F1H-14.6.11-0     95% Without Condensation
SLT3-PAY-1F1U1S1S1U1U4F1J-14.6.13-0

PHONE: (407) 262-7100   MAIL: RUGGED@EIZO.COM  WEB: WWW.EIZORUGGED.COM
EIZO, the EIZO logo, and Condor are trademarks or registered trademarks of EIZO Corporation. All other company names, product names, and 

logos are trademarks or registered trademarks of their respective companies. Copyright ©2024 EIZO Rugged Solutions Inc. All rights 
reserved. Information in this document is subject to change without notice. EIZO Rugged Solutions Inc. assumes no responsibility for errors 

or omissions that may appear in this document.




